
SECTION 7 - STORAGE AND HANDLING DATA
Steps to be taken  if material is spilled or released:  N/A
Waste Disposal Method: Dispose as ordinary waste.
Precautions to Be Taken in Handling and Storing: Store in cool, dry place.  Do not puncture foil pouch.  
Moisture will cause premature curing.
Other Precautions:  None

SECTION 2 - INGREDIENTS                      
 Chemical Name                    CAS No.               PEL                TLV      OTHER LIMITS     VAPOR PRESSURE  
 No Hazardous Components

 * No chemical subject to the reporting requirements of Section 313 of Title II of the Superfund Amendments
   and Reauthorization Act of 1986 (SARA) and 40CFR 372.   

SECTION 4 - FIRE AND EXPLOSION DATA
Flash Point (Oven Test): 1200ºF      Explosive Limits:   UEL:  N/A         LEL: N/A
Extinguishing Media: CO2,  Water Spray, Alcohol foam
Special Fire Fighting Procedures: Wear self-contained breathing apparatus with full emergency gear.  Cool fire
exposed containers with water spray or fog. 
Unusual Fire and Explosion Hazards: None.  

SECTION 6 - HEALTH HAZARDS
Routes of Entry: Inhalation and Skin
Health Hazards:  Possible minor skin irritant.
Carcinogenicity:  None. Inert Compound.
Signs and Symptoms of Exposure:  Eyes: Irritation.  Skin:  Minor Irritation.
Medical Conditions Generally Aggravated by Exposure:  Possible skin irritation but not likely if handled as 
directed.
Emergency and First Aid Procedures:  Eyes: Flush with water for at least 15 minutes.  Skin:  Wash with warm 
soap and water.

MATERIAL SAFETY DATA SHEET Seal-Skin Pipe WrapREVIEWED 10/30/02

SECTION 1 - PRODUCT IDENTIFICATION
Name: Seal-Skin Pipe Wrap                                      Part #: ML450
Manufactured by: Metalink Polymer and Adhesives  Emergency Phone: 1-800-721-2448
                            P. O. Box 0851, Buna TX 77612-0851
Distributed by: IBS, INCORPORATED, P. O. Box  1717, Auburn, WA 98001      Phone: 1-800-678-1906

SECTION 3 - PHYSICAL DATA
Boiling Range (F): N/A                   Vapor Density (air=1):N/A       Vapor Pressure:   .003
Physical Description:  Fiberglass cloth coated with viscous resin.  White in color.  Odorless
Solubility in Water:  Insoluble         Melting Point:  N/A
Specific Gravity (H20=1): 1.22       Evaporation Rate : N/A

SECTION 5 - REACTIVITY DATA
Stability: Stable
Conditions to Avoid:  Moisture will cause premature curing.  Store in temperature less than 100ºF.
Incompatibility (materials to avoid):  Water
Hazardous Decomposition:  None
Hazardous Polymerization:  Will not occur

SECTION 8 - SPECIAL PROTECTION INFORMATION
Respiratory Protection:  None
Ventilation:   Maintain sufficient mechanical (general and.or local exhaust) ventilation to maintain exposure 
limits below permissible levels.
Protective  Glove:  Latex/Vinyl  Eye Protection:  None
Other Protective Clothing or Equipment: None
Work/Hygienic Practices:  Practice good housekeeping & hygiene

The information for this MSDS was obtained from sources we believe are reliable.  However, this information is provided 
without any representation or warranty, expressed or implied, regarding accuracy and correctness.  The conditions or methods 
of handling, storage, use and disposal of the product area beyond our control and may be beyond our knowledge.  For this and 
other reasons we do not assume responsibility and expressly disclaim liability or loss, damage or expense arising from it or in 
any way connected with the handling, use and storage of the product.  METALINK POLYMERS AND ADHESIVES and / or 
IBS, INCORPORATED assumes no responsibility for personal injury or property damage to vendees, user or third parties 
caused by the material.  Such ven-dees or users assume all risks associated with the use of the material.


